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Product description:
Mechanical controlled valve product ------ hand control valve of this valve is manual controled. The advantages are: light operation force, good seal, and long working life.
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Specification code

Series No 
2＿00Series
3＿00Series

Number of Places 
10：Single-head Double-position

Joint Pipe Bore
06:G1/8〞 
08:G1/4〞 
10:G3/8〞
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	Specification


	Model
	4H210-06
	4H210-08
	4H310-08
	4H310-10

	Working Medium
	Micron Filtered Air

	Motion Pattern
	Direct Drive Type

	Joint Pipe Bore
	Air Inlet=Air outlet=Exhaust=G1/8
	Air Inlet=Air outlet=G1/4 Exhaust=G1/8
	Air Inlet=Air outlet= Exhaust=G1/4
	Air Inlet=Air outlet=G3/8 Exhaust=G1/4

	Operating Temperature
	0~60℃

	Effective Sectional Area
	14m㎿Cv=0.78)
	16m㎿Cv=0.89)
	25m㎿Cv=1.39)
	30m㎿Cv=1.67)

	Working-Pressure
	0~0.8Mpa


	Overall Dimension
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	Model
	A
	B
	C
	D
	E
	F
	G
	H
	I
	J
	K
	L
	M
	N
	O
	P
	Q

	4H210-06
	76.7
	56.5
	31.5
	22
	95
	6.5
	66.5
	19
	20
	36
	18
	35
	23.5
	G1/8
	G1/8
	4.3
	-

	4H210-08
	76.7
	56.5
	31.5
	22
	95
	6.5
	66.5
	19
	20
	36
	21
	35
	23.5
	G1/8
	G1/4
	4.3
	1.5

	4H310-08
	92.5
	72.5
	40
	27
	100
	7.5
	82.5
	19
	24
	40
	22
	40
	27.5
	G1/4
	G1/4
	4.3
	-

	4H310-10
	92.5
	72.5
	40
	27
	100
	7.5
	82.5
	19
	24
	40
	24
	40
	27.5
	G1/4
	G3/8
	4.3
	2


Company Information:
Company Name:

Ningbo Lida Pneumatic Kit Co.,Ltd.

Website:http://www.cn-lida.com

Address:

Eighth Quarter, Zhongxing East Road, Xikou, Fenghua, Zhejiang, China.

Post-code:315500

Contact Person:Lacey Liu exporting manager

Phone:

Telephone:0086-574-88846388

Fax:0086-574-88846288

Email:export@nblida.cn
