4R Push-pull Valves
Home >> Products >>Directional control valve >> Manually and mechanically actuated valve >> 4R Push-pull Valves
[image: image1.png]



Product description:
This directional control valve product ------- 4R hand draw valve is manual controled. They are 2/3 and 2/5 valves. The advantages are: light operation force, good seal, and long working life.
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	Specification Code 
3R:Two-position
Three-way
4R:Two-Position
Five-way
3L:Two-position
Three-way
 
	Series No
2:200 Series
	Number of Places
10:Sing-head Double-Position
	Joint Pipe Bore 06:G1/8"
08:G1/4"


	Specification


	Model
	(3L)3R210-06
	(3L)3R210-08
	4R210-06
	4R210-08

	Working Medium
	Micron Filtered Air

	The Position Counting
	Two-position Three-way
	Tow-position Five-way

	Joint Pipe Bore
	Air inlet=Air Outlet=Exhaust=G1/8
	Air inlet=Air Outlet=G1/4 Exhaust=G1/8
	Air inlet=Air Outlet=Exhaust=G1/8
	Air inlet=Air Outlet=Exhaust=G1/4

	Operating Temperature
	0~60℃

	Effective Sectional Area
	14m㎿(Cv=0.78)
	16m㎿(Cv=0.89)
	14m㎿(Cv=0.78)
	16m㎿(Cv-0.89)

	Working-Pressure
	0~0.8Mpa


	Overall Dimension
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